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NO. DESCRIPTION Q'TY NO. DESCRIPTION Q'TY NO. DESCRIPTION Q'TY
1 Comp Hyd Block Assy 1 38  |Check Ball 1 119 |Adjustable Base Pin 1
3  [Bypass Screw 1 39  |Spring End Cap 1 120 |Retaining Ring 4
4 |Bypass Spring 1 40  |Overload Spring 1 121 |Snap Ring 2
5 Spring End Cap 1 41 O-Ring 1 122 |AdjustPin 1 1
6 [Check Ball 5 42 |Overload Cover Screw 1 123 |Adjust Pin 2 1
7  |Bypass Valve Pin 1 43 |Plastic Cap 1 124 |Snap Ring 4
8 Snap Ring 1 44 |O-Ring 2 125 |Angle Tilt Screw 1
9  [Cup Seal 1 45  |Release Valve Bolt 1 126 |Back Fitting Nut 1
10 |Back-Up Ring 1 46  |Release Knob 1 127 |Ser Screw 2
11  |Bypass Bushing 1 47  |Expansion Pin 1 128 |T-Bearing 2
12 |Bypass Limit Pin 1 48  |Handle Connector 2 129 |Front Fitting Nut 1
13 |Ram 1 49  |Handle Connector Pin 3 130 |Front/ Back Tilt Screw 2
16 |O-Ring 1 50  |Retaining Ring 3 131 |[Screw 2
18 |Cylinder Nut 1 51 Handle 1 132 |Flat Plate 1
19 |O-Ring 1 52 |Handle Grip 1 133 |Flat Plate Pin 1
20 |Wiper 1 101  [Frame Assy 1 134 |Bushing 2
21 |O-Ring 1 102 |Spring Washer 2 135 [Saddle Angle 1 2
22 |Air Release Screw 1 103 |Screw 2 136 |Washer 4
23 |Air Release Screw 1 104 |Guide Arm 2 137 |Screw 4
24 |Set Screw 3 105 [Guide Arm Bolt 2 138 [Saddle Angle 2 2
25  |Swivel Collar 1 106 |Spring Washer 3 139 [Saddle Angle 3 2
26 |O-Ring 1 107 [Nut 3 140 [Screw 4
27 |Pump Housing 1 108 [Elevator Arm Assy 1 141 |Washer 4
28 |O-Ring 1 109  |Mandrel Connector 1 142 |Nut 20
29 |Back-Up Ring 1 110 [Cotter Pin 1 143 |Hook Bolt 2
30 |Wiper 1 111  [Elevator Arm Connector 2 144 |Wing Nut 2
31 |Piston 1 112 [Snap Ring 2 145 |Chain Connector 2
32 |Check Ball 1 113 |Connector Pin 2 146 |Chain 2
33 |Short Separator Spring 1 114 [Cotter Pin 2 147 |Connector Screw 2
34 |Check Ball 1 115 |Elevator Arm Shaft 1 148 |Oil Zerk Fitting 1
35 |Long Separator Spring 1 116  |Retaining Ring 1 149 |Caster 4
36 |Copper Washer 1 117 |Adjustable Bass 1 150 [Screw 16
37 |Valve Cover Screw 1 118 |Fitting Saddle Bass 1 151 |Spring Washer 16






H.C.B-A2045

1.5 TONS TRUCK TRANSMISSION JACK
· Best tool for removing /installing transmission or differential of auto and light trucks.
· This set contains adjustable saddle brackets and chain, and is suitable for every size of transmission clutches and differential.

· Safe overload and bypass system prevent cylinder from damaging.

· Rust-proof with flashing chromed ram inside the hydraulic system. 360∘rotary handle. Easy to use.

· Four swivel caster wheels are easy to move under the vehicles.

· Releasing the valve to lower this tool.

· Capacity : 1.5 tons
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