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PORSCHE CAYENNE / AUDI Q7/ VW TOUAREG/ BMW X5 HUB PULLER (EXTRA LARGER) (P.C.D: 109~160 mm)
(W/HYDRAULIC CYLINDER)
Character:
· Allow the removal of hub with hydraulic cylinder or slide hammer.
· Special designed 17 tons hydraulic cylinder which is hollow with threaded hole can adjust the position depending on the threaded rod.
· An adaptor can attach to the front of the threaded rod which can easily push out the hub.
· Allow the combination with H.C.B-A3036 air pump to save time and labor.
· P.C.D (Pin Centre Diameter) from 109 mm to 160 mm
Application: 

	Ø
	Car Manufacturer

	112
	Ford, Audi, Benz, BMW

	114.3
	Mitsubishi, Mazda, Toyota, Nissan, Honda

	120
	BMW, Opel

	139.7
	VW, Ford Transit, Benz

	160
	Ford Transit, Benz

	110
	Opel, Saab

	118
	Ducati, Peugeot, Citroen

	120.65
	Jaguar, GMC, Maserati, Chevrolet

	127
	GMC, Rover, USA cars, Jaguar

	130
	Benz, Audi, Porsche

	140
	Benz


Specification:

	No.
	Description
	Dimension
	Qty'
	Remark

	1
	Main Body
	D: Ø149 × 113 L
	1
	d: Ø57 × 14 UNC

	2
	Slide Hammer Front Nut
	D: Ø57 × 14 UNC × 36 L
	1
	d: 5/8” × 10 UNT

	3
	Slide Hammer
	D: Ø100 × 168 L
	1
	d: Ø22, 10 Kg

	4
	Slide Hammer Main Body
	Ø65 × 688 L
	1
	D: 5/8” × 10 UNT

	5
	Fixing Nut
	d: 5/8” × 10 UNT
	1
	H24

	6
	Hollow Hydraulic Cylinder
	17 tons
	1
	

	7
	Threaded Rod
	D: Ø21 x 335 L 
	1
	M20 x P2.5, H17

	8
	Pushing adaptor
	D: Ø26 x 45 L
	1
	D: Ø17.4

	P3&P4
	Adaptor
	Dr. 3/8”
	1
	


Instructions:
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While removing the hub, use the threaded hold on the hub to fit the No. 1 main body on the hub, and tighten up the hub screw to mount the main body. Afterwards mount the slide hammer or hydraulic cylinder on the main body. After the tools are installed, use the slider hammer or hydraulic cylinder to extract the hub. After the hub is extracted, replacing the bearing with H.C.B-B1008.

